
Sensor Aktor Cable 4 x AWG 22 with FDA 21 CFR
177.2600 Admission

Standards and Regulation

cable cross-section:  4 x 0,34 qmm
AWG signal cable: 22
conductor signal cable: 42 x 0,10 mm
core diameter incl. isolation:  1,27 +/- 0,02 mm
wire color: brown, white, blue, black
Overall twist:  4 cores twisted
Lay length overall distribution:  48 mm
Outer sheath, colour: grey RAL 7035
Wall thickness outer sheath:  ca. 0,8 mm
Cable diameter: 4,7 mm +/- 0,15 mm
Minimum bending radius for fixed installation: 5 x D
Minimum bending radius for flexible installation: 10 x D
Number of bending cycles: 4000000
Minimum bending radius, drag chain use: 10 x D
traversing distance:  10 m
traverse speed: 3 m/s
speeding up:  10 m/S2
torsional (torsioncycles/min):  +/- 270 °/m (400000
torsioncycles, max. 2)
cable weight: 30 kg/km
Outer sheath, material: PP-EPDM
material core insulation: PP
material ladder:  blanke Cu-Litze
conductor resistance: 58 Ohm/km (bei 20 °C)
nominal voltage line: < 300 V AC
Test voltage line: > 3000 V AC (Spark test)
special properties: fda compliant FDA 21 CFR 177.2600
highly flexible
for conveyor chains
halogen-free: to DIN VDE 0472 part 815
other resistance: cold wrap- and cold impact
resistant to DIN EN 60811-1-45 (-40°C)
ambient temperature (factory):  - 40°C to +105°C (fixed
installation)
- 25°C to +105°C (movable installation)

Article-number: 4954034005

Weitere Anfertigungen auf Anfrage
Alle Angaben ohne Gewähr
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